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MOSAiC_LGP
FEATURES
•  Constant current circuit for steady lumen output over the emitting area.

•  Light guided illuminating sheet designed for back light or indirect light such

   as shelf , decorative back lighting with size up to 46" x 94".

•  IP40

•  Maximized evenness of CCT and brightness by professional bin management.

•  Wide range of CCT options(2700~7000K standard, 1800K ~  2600K on request), 

   Dual white, RGB optional.

•  HCRI 95 option / HCRI 97 ( with R9>85) option in wider spectrum.

•  A short increment for precise fi tting.

•  Bespoke option for CCT, CRI, Watt and product size.
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ANODIZED

S : SINGLE SIDE

D : DUAL SIDES

Q : FOUR SIDES

Blank : CRI 85
H : CRI 95 (typ)

L : LIGHT LOCATION
** : SIZE(W) X SIZE(H) (MM)

C2 : IP40

L    : L type frame
C    : C type frame
CB : C type frame +
      wall mount bracket N : NORMAL ANODIZED

MG : MAGNET
DS : TAPE
WB : WALL MOUNT BRACKET

ORDER CODE

See the DRAWING A.
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SPECIFICATION
•  Input, Watt   ....................................... DC24V ,  16.4W/3’ 3.4”  (1Meter)

•  Dimming  ............................................. 0-10,  0-10,  DMX, BT, WIFI

•  Beam Angle  ....................................... 120° 

•  Operation Temp(°F/°C)  ................... Ta : -13~122 / -25~50 

•  Expected Life Hours  ........................ 60000 Hrs

         •  Mounting Accessory   ....................... Magnet (MG),  Tape (DS),  Wall Mount Bracket (WB)    

        •  Color Temp.           

3500K 3000K 2700K6500K 5600K 4000K

CRI typ 95CRI typ 95

CRI typ 85

3500K 3000K 2700K6500K 5600K 4000K

S : SINGLE END LEAD(LW)
B : BOTH END LEAD(LW)
RM : RM ON SINGLE END
RMF : RM, RF ON EACH END
IM4 : IM4 ON SINGLE END
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* Data is subject to change without notice for improvement

AMS  
L type, C type, CB type

AMS-◇(H)-1CD-24-60-L10001000-S*C2L*
AMS-◇(H)-1CD-24-60-L10001000-S*C2C*

AMS-◇(H)-1CD-24-60-L10001000-D*C2L*
AMS-◇(H)-1CD-24-60-L10001000-D*C2C*

AMS-◇(H)-1CD-24-60-L10001000-D*C2CB*

AMS-◇(H)-1CD-24-60-L10001000-Q*C2L*
AMS-◇(H)-1CD-24-60-L10001000-Q*C2C*

AMS-◇(H)-1CD-24-60-L10001000-Q*C2CB*

DRAWING ID (See the dimension)
A
B

C
D
E

F
G
H

2 CCT (3 CRI Option)
Normal White 6500K(95, 85), 5600K(95, 85), 4000K(95, 85)

Warm White 3500K(95, 85), 3000K(95, 85), 2700K(95, 85)

Lumen / 3' 3.4", 1MTR

 (Normal CRI typ 85)

6500K, 5600K 1267 2534 5068

4000K, 3500K 1224 2448 4896

3000K 1177 2354 4708

2700K 1161 2322 4644

Lumen / 3' 3.4", 1MTR

(High CRI typ 95)

6500K, 5600K 1019 2038 4076

4000K, 3500K 984 1968 3936

3000K 947 1894 3788

2700K 934 1868 3736

Power Consumption (Watt) /

 3' 3.4" x  3' 3.4",  1Meter  x  1Meter
16.4 32.8 65.6

5 Input Volt(DC) 24V

6 Length of  PCB increm.( L, W )(inch/mm) 2.36" / 60 2.36" / 60 2.36" / 60

Max LGP size of a single product (ft/mm) 4' X 8 ' / 1220 X 2440 4' X 8 ' / 1220 X 2440 4' X 8 ' / 1220 X 2440

8 Total Product Length (inch/mm) LGP length + 0.63" / 16

Feed Accessory 10  TYPE OF FEED ON FIXTURE  : RM,  RMF, IM, IMF,        Extension : E-RMF, E-RF, E-IMF,E-IF)

11 Power Feed Position END / SIDE / FLOOR

14 Fixture Finish Frame : Anodized

Temp(°F / °C) Tc 140 / 60

Net Wt (lb/g) / 3' 3.4" x 3' 3.4", 1 x 1Meter 16.8 lbs / 7.6 kg 17.4 lbs / 7.9 kg 18.7 lbs / 8.5kg

* Data is subject to change without notice for improvment

AMS  dual white
C type, CB type

AMS-◆(H)◇(H)-1C0-24-72-L10001000-S*C2L* 
AMS-◆(H)◇(H)-1C0-24-72-L10001000-S*C2C*

AMS-◆(H)◇(H)-1C0-24-72-L10001000-D*C2L* 
AMS-◆(H)◇(H)-1C0-24-72-L10001000-D*C2C* 

AMS-◆(H)◇(H)-1C0-24-72-L10001000-D*C2CB* 

AMS-◆(H)◇(H)-1C0-24-72-L10001000-Q*C2L* 
AMS-◆(H)◇(H)-1C0-24-72-L10001000-Q*C2C* 

AMS-◆(H)◇(H)-1C0-24-72-L10001000-Q*C2CB* 

DRAWING ID (See the dimension)
I
J

K
L
M

N
O
P

2 CCT (3 CRI Option)
Normal White 6500K(95, 85), 5600K(95, 85), 4000K(95, 85)

Warm White 3500K(95, 85), 3000K(95, 85), 2700K(95, 85)

Lumen / 3' 3.4", 1MTR

 (Normal CRI typ 85)

6500K, 5600K 633 / CCT 1267/ CCT 2534/ CCT

4000K, 3500K - - -

3000K 588/ CCT 1177/ CCT 2354/ CCT

2700K 580/ CCT 1161/ CCT 2322/ CCT

Lumen / 3' 3.4", 1MTR

(High CRI typ 95)

6500K, 5600K 509/ CCT 1019/ CCT 2038/ CCT

4000K, 3500K - - -

3000K 473/ CCT 947/ CCT 1894/ CCT

2700K 467/ CCT 934/ CCT 1868/ CCT

Power Consumption (Watt) / 3' 3.4" x  3' 3.4",  

1Meter  x  1Meter
16.4 32.8 65.6

5 Input Volt(DC) 24V

6 Length of  PCB increm.( L, W )(inch/mm) 2.83" / 72 2.83" / 72 2.83" / 72

Max LGP size of a single product (ft/mm) 4' X 8 ' / 1220 X 2440 4' X 8 ' / 1220 X 2440 4' X 8 ' / 1220 X 2440

8 Total Product Length (inch/mm) LGP length + 0.63" / 16

Feed Accessory 10  TYPE OF FEED ON FIXTURE  : RM,  RMF, IM4, IMF4,        Extension : E-RMF, E-RF, E-IMF4,E-IF4)

11 Power Feed Position END / SIDE / FLOOR

14 Fixture Finish Frame : Anodized

Net Wt (lb/g) / 3' 3.4" x 3' 3.4", 1 x 1Meter 16.8 lbs / 7.6 kg 17.4 lbs / 7.9 kg 18.7 lbs / 8.5kg

Temp(°F / °C) Tc 140 / 60
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DIMENSION
 (inch / mm)

* Data is subject to change without notice for improvment

AMS  Color
L type, C type, CB type

AMS-RGB-3C2-24-100-L10001000-S*C2L*
AMS-RGB-3C2-24-100-L10001000-S*C2C*

AMS-RGB-3C2-24-100-L10001000-D*C2L*
AMS-RGB-3C2-24-100-L10001000-D*C2C*

AMS-RGB-3C2-24-100-L10001000-D*C2CB* 

AMS-RGB-3C2-24-100-L10001000-Q*C2L*            
AMS-RGB-3C2-24-100-L10001000-Q*C2C*

 AMS-RGB-3C2-24-100-L10001000-Q*C2CB* 

DRAWING ID (See the dimension)
Q
R

S
T
U

W
X
Y

2 WD (nm)

Red 620

Green 520

Blue 460

Lumen        Full RGB 320 640 1280

Power Consumption (Watt) / 3' 3.4" x  3' 3.4",  

1Meter  x  1Meter
16.4 32.8 65.6

5 Input Volt(DC) 24V

6 Add on Length Option ( L, W )(inch/mm) 3.94" / 100 3.94" / 100 3.94" / 100

Max LGP size of a single product (ft/mm) 4' X 8 ' / 1220 X 2440 4' X 8 ' / 1220 X 2440 4' X 8 ' / 1220 X 2440

8 Total Product Length (inch/mm) LGP length + 0.63" / 16

Feed Accessory 10  TYPE OF FEED ON FIXTURE  : RM,  RMF, IM4, IMF4,        Extension : E-RMF, E-RF, E-IMF4,E-IF4)

11 Power Feed Position END /SIDE / FLOOR

14 Fixture Finish Frame : Anodized

Net Wt (lb/g) / 3' 3.4" x 3' 3.4", 1 x 1Meter 16.8 lbs / 7.6 kg 17.4 lbs / 7.9 kg 18.7 lbs / 8.5kg

Max LGP size of a single product (ft/mm) 4' X 8 ' / 1220 X 2440 4' X 8 ' / 1220 X 2440 4' X 8 ' / 1220 X 2440
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AL frame

Support plate(optional)

Support plate(optional)

AMS-◇(H)-1CD-24-
AMS-◇(H)-1CD-24-60-L*-S*C2L*
AMS-◆(H)◇(H)-1C0-24-72-L*-S*C2L*
AMS-RGB-3C2-24-100-L*-S*C2L*

AMS-◇(H)-1CD-24-60-L*-S*C2C*
AMS-◆(H)◇(H)-1C0-24-72-L*-S*C2C*
AMS-RGB-3C2-24-100- L*-S*C2C*

L type, Single side LED

C type, Single side LED

A
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B
J
R

D
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DIMENSION
 (inch / mm)
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AL frame

Support plate(optional)

Support plate(optional)

AMS-◇(H)-1CD-24-60-L*-Q*C2L*
AMS-◆(H)◇(H)-1C0-24-72-L*-Q*C2L* 
AMS-RGB-3C2-24-100-L*-Q*C2L*           

AMS-◇(H)-1CD-24-60-L*-D*C2L*
AMS-◆(H)◇(H)-1C0-24-72-L*-D*C2L*
AMS-RGB-3C2-24-100-L*-D*C2L* 

AMS-◇(H)-1CD-24-60- L*-Q*C2C*
AMS-◆(H)◇(H)-1C0-24-72-L*-Q*C2C*
AMS-RGB-3C2-24-100-L*-Q*C2C*

AMS-◇(H)-1CD-24-60-L*-D*C2C*
AMS-◆(H)◇(H)-1C0-24-72-L*-D*C2C*
AMS-RGB-3C2-24-100-L*-D*C2C*

L type, Double sided LED

L type, 4 sided LED

C type, Double sided LED

C type, 4 sided LED
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DIMENSION
 (inch / mm)
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Magnet & Steel plate
(WB bracket)

AL frame
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Support plate(optional)
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0.24"(6.1)

customized

0.38”(9.7)
Fastening screw

Wall mount bracket(WB)
AMS-◇(H)-1CD-24-60- L*-D*C2CB*
AMS-◆(H)◇(H)-1C0-24-72-L*-D*C2CB*
AMS-RGB-3C2-24-100-L*-D*C2CB*

Magnet & Steel plate

AL frame
0.34"(8.5)
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AL frame
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Support plate(optional)

0.57"(14,5)
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customized

0.38”(9.7)
Fastening screw

Wall mount bracket(WB)
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(WB bracket)

AMS-◇(H)-1CD-24-60-L*-Q*C2CB*
AMS-◆(H)◇(H)-1C0-24-72-L*-Q*C2CB*
AMS-RGB-3C2-24-100-L*-Q*C2CB*

inch(mm)E-IMF4

0.4
8"

(1
2.2

)

0.41"(10.5)

E-IMF4_

L
E-IMF410W : L=3' (900mm)   White Jacket
E-IMF410B  : L=3' (900mm)   Black Jacket
E-IMF420W : L=6' (1800mm) White Jacket
E-IMF420B  : L=6' (1800mm) Black Jacket
E-IMF430W : L=9'(2700mm)  White Jacket
E-IMF430B  : L=9'(2700mm)  Black Jacket

E-IF410W : L=3' (900mm)   White Jacket
E-IF410B  : L=3' (900mm)   Black Jacket
E-IF420W : L=6' (1800mm) White Jacket
E-IF420B  : L=6' (1800mm) Black Jacket
E-IF430W : L=9'(2700mm)  White Jacket
E-IF430B  : L=9'(2700mm)  Black Jacket

0.83"(21)

UL2464 1007, AWG22, White Jacket
UL2464 1007, AWG22, Black Jacket

inch(mm)E-RMF

E-IF4E-RF

0.3"(7.8)

0.3
"(7

.7)

0.27"(6.75)

0.44"(11.36)

0.3
"(7

.7)

E-RMF_

UL2464 1007, AWG22, White Jacket

E-RMF10W : L=3' (900mm)   White Jacket
E-RMF10B  : L=3' (900mm)   Black Jacket
E-RMF20W : L=6' (1800mm) White Jacket
E-RMF20B  : L=6' (1800mm) Black Jacket
E-RMF30W : L=9'(2700mm)  White Jacket
E-RMF30B  : L=9'(2700mm)  Black Jacket

E-RF10W : L=3' (900mm)   White Jacket
E-RF10B  : L=3' (900mm)   Black Jacket
E-RF20W : L=6' (1800mm) White Jacket
E-RF20B  : L=6' (1800mm) Black Jacket
E-RF30W : L=9'(2700mm)  White Jacket
E-RF30B  : L=9'(2700mm)  Black Jacket

L

UL2464 1007, AWG22, Black Jacket

0.81"(20.7)

0.81"(20.7)

E-RF

L 0.83"(21)

E-IF4

L

EE

FF

FFFF

SSSS SS

EEEE

S

B

IM$

RM

 RMF (RM + RF)

 IMF4 (IF4 + IF4)

CB type, Double sided LED 

CB type, 4 sided LED

[ EXTENSION CABLE , Separately sold] [ EXTENSION CABLE, For RGB or Tunable only, Separately sold ]
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